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Mechanical Specification 

Cable 4.0mm', 3501250mm in length, 

(lncluding Connector) length can be customized 

No.cf Cells 144 (6x24) 

Glass 2.0mm High Transmission, Antireflection Coating 

Junction Box IP68, 3 Bypass Diodes 

Connector MC4 Compatible 

Weight 32kg 

Cells Type N-type 182x91mm 

Dimension (LxWxT) 2279x1134x30mm 

Packing 36pcs/Pallet, 720pcs/40HQ 

Electrical Characteristics 

Module Type 

STC 

Maximum Power (Pmax) 570 

Open-circuit Voltage (Voc) 51.0 

Maximum Power Voltage (Vmp) 43.2 

Short-Circuit Current (lsc) 14.02 

Maximum Power Current (lmp) 13.19 

NOCT 

429 

48.5 

41.0 

11.32 

10.44 

Module Efficiency (STC) 22.06% 

Refer Bifacial Factor 80±5% 

STC: Standard Test Environment : lrradiance 1000W/m2, Cell temperature 25°C, Spectrum AM1.5 

DHN-72X16/DG 

STC NOCT 

575 432 

51.2 48.6 

43.4 41.2 

14.08 11.37 

13.25 10.49 

22.25% 

80±5% 

NOCT: Standard Test Environment : lrradiance 800W/m2, Ambient temperature 20°c, Spectrum AM1.5, Wind speed 1m/s 

Double-Sided Power Generation Parameters (Rear gain) 

5% 
Maximum Power (Pmax) 

Module Efficiency (%) 

Maximum Power (Pmax) 
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STC NOCT 

580 436 

51.4 48.8 

43.6 41.4 

14.14 11.42 

13.30 10.53 

22.44% 
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STC NOCT 

585 440 

51.6 49.0 

43.8 41.6 

14.20 11.46 

13.36 10.57 

22.64% 

614.25 

23.77 

673 
15% ·---------------------------------------------------------------------------------------------------------------------------------------------------------------------· 

Module Efficiency (%) 25.36 25.59 25.81 26.03 

Maximum Power (Pmax) 713 719 725 731 
25% ·---------------------------------------------------------------------------------------------------------------------------------------------------------------------· 

Module Efficiency (%) 

Operating Parameters 

Maximum System Voltage 

Power Tolerance 

Operating Temperature 

Maximum Series Fuse Rating 

Nominal Operating Cell Temperature 

Application Level 

1-VCurve

Current-Voltage Curve 
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- Cellstemp.•25-C,Pmpp•S75W 

U -cellstemp.•35"C.Pmpp•559.lW 

4 - Cells temp.•45-C, Pmpp-543.0W 
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2 - Cells temp.•65"C, Pmpp•510.4W 
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Voltage[V] 
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27.81 28.05 28.29 

Temperature Coefficient 

1500V DC Temperature Coefficient of lsc ( a lsc) 0.046%/'C 

0-+5W Temperature Coefficient of Voc ( 13 Voc) -0.25%/'C 

-40- +85'C Temperature Coefficient of Pmax ( y Pmp) -0.30%/'C 

30A 

45'C±2'C Mechanical Loads 

Class A Snow load, frontside / Wind load, backside 5400Pa/2400Pa 

Power-Voltage Curve Current-Voltage Curve 

Cells1emp.•25'C 16 Cellstemp.•25"C 

Incident lrrad.·400W/m' 

lncidentlrrad.•200W/m' 
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VoltageM Voltage[V] Volatge [V] 

DAH Solar Co., Ltd. 
Add: No.1 Yaoyuan Road, Luyang District, Hefei City, Anhui, China
Facebook: www.facebook.com/DAHSolar
E-mail: sales@dh-solar.cn 
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